1 




REPLACEMENT FIG. 2 
U.S. PATENT APPLICATION SERIAL NO. 10,099,894 



^ K 

0^ START ^ 



200 



210 



SEND NORMAL NETWORK MESSAGE TRAFFIC INFORMATION TO 

A PROTOCOL CONVERTER 



215 



EXTRACT ROAMER INFORMATION FROM NORMAL NETWORK 

MESSAGE TRAFFIC 



220 



CONVERT ROAMER INFORMATION INTO CONSISTENT AND 

USEFUL FORMAT 



SEND QUERIES FOR UPDATES ON ROAMER'S SERVING CELL/ 

LOCATION 




/-230 


COMBINE ROAMER INFORMATION WITH INFORMATION 
REGARDING ROAMER'S SERVING CELL OR LOCATION 




^235 



EMPLOY MESSAGE BUFFERING AND CAPACITY MANAGEMENT 



^24 0 



EXTRACT SPECIFIC INFORMATION PIECES FROM ROAMER 

TRIGGER 



I 



245 



TRANSLATE SPECIFIC INFORMATION PIECES INTO FORM 
REQUIRED FOR MESSAGE SELECTION FUNCTION/DEVICE 



I 



250 



SEND TRANSLATED SPECIFIC INFORMATION PIECES TO 
MESSAGE SELECTION FUNCTION/DEVICE 



I 



255 



SELECTED MESSAGE SENT TO ROAMING DEVICE VIA OUTCALL 

IVR OR SMS 



* ^260 

Q END J) 



FIG. 2 



REPLACEMENT FIG. 3 
U.S. PATENT APPLICATION SERIAL NO. 10.099.894 



300 



305 



PROTOCOL CONVERTER 



310 



BUFFER & CAPACITY MANAGER 



315 



PROTOCOL ANALYZER 



320 



DATA INTERPRETER 



325 



MESSAGE SELECTION 



FIG. 3 



